BHSTERPIElD PRODUCT SPECIFICATION SHEET

PRODUCT RANGE SPECIFICATION

03EI-SP_SAT-E526795 - Incoloy Immersion Element, 3 x 2
kW

DOCUMENT SCOPE DOCUMENT REFERENCE DATA STATUS GENERATED ON
Product range O3EI-SP_SAT-E526795{PSS} Published catalogue data 4 Oct 2026

01 Product description and specification

Product description The O3EI-SP_SAT-E526795 is an Incoloy immersion heating element with a 3 x 2 kW rating.
Use the complete product reference to identify this element.

Short Form Specification SPECIFICATION USE

Use this description when specifying this product range.

Incoloy immersion heating element; 3 x 2 kW; product reference O3EI-SP_SAT-E526795.

02 Models and configurations

MODEL DESCRIPTION PUBLISHED CONFIGURATION
O3EI-SP_SAT-E526795 Element Incoloy Imersion Element (3 X 2 Standard configuration
Kw)

03 Application information

Industries Food & Beverage Processing

04 Supply and support

Typical lead time 10-15 working days
Warranty 12 months
VERIFICATION REQUIRED Published values are provided for initial specification. Confirm the selected model, critical dimensions, site services,

clearances, and the latest document revision with Basterfield before procurement, manufacture, or installation. E&OE. Specifications are subject to
change without notice.
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