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MODEL SPECIFICATION

A66212(S-0900) - A26212
Mixing Paddle Stainless
900mm

DOCUMENT SCOPE DOCUMENT REFERENCE
Model A66212(S-0900){PSS}

o1 Technical specifications

PARAMETER VALUE
Face Style Solid
Length 900

02 Model and supply data

PRODUCT SPECIFICATION SHEET

PRODUCT IMAGE

DATA STATUS GENERATED ON

Published catalogue data 24 Oct 2026

UNIT TECHNICAL NOTE

mm The length of the item
typically as measured from
left to right.

Parent product
Typical lead time

Warranty

03 Specification notes

A66212 — Stainless Steel Mixing Paddle Combination Face
10-15 working days

12 months

Configuration description

Grade 304 stainless steel mixing paddle combining square and rounded face edges, with

solid and perforated options for different mixing tasks.

Selected configuration: Face Style: Solid; Length: 900 mm.

Short Form Specification

SPECIFICATION USE

Use this description when specifying this model.

Basterfield A66212(S-0900). Grade 304 stainless steel mixing paddle combining square
and rounded face edges, with solid and perforated options for different mixing tasks.
Selected configuration: Face Style: Solid; Length: 900 mm.

Detailed specification

* Face Style: Solid
* Length: 900 mm

« Model: A66212(S-0900)
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A66212(S-0900){PSS} PRODUCT SPECIFICATION SHEET

VERIFICATION REQUIRED Published values are provided for initial specification. Confirm the selected model, critical dimensions, site services,
clearances, and the latest document revision with Basterfield before procurement, manufacture, or installation. E&OE. Specifications are subject to
change without notice.
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