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01 Model specification 

B30141(P24) Lockable Free-Standing Boot Rack 24 Pairs

Boot Pairs: 24.

02 Technical specifications 

PARAMETER VALUE UNIT TECHNICAL NOTE

Boot Pairs 24 — The number of pairs of boots
that can be stored/hung on
the unit.

03 Model and supply data 

Parent product B30141 — Lockable Free-Standing Boot Rack Stainless Steel

Typical lead time 10–15 working days

Warranty 12 months

04 Specification notes 

Configuration description Lockable free-standing stainless steel boot rack for organising footwear in changing rooms
and production facilities.

Selected configuration: Boot Pairs: 24.

Short Form Specification SPECIFICATION USE

Use this description when specifying this model. 

Basterfield B30141(P24). Lockable free-standing stainless steel boot rack for organising
footwear in changing rooms and production facilities. Selected configuration: Boot Pairs:
24.

Detailed specification • Model: B30141(P24)
• Boot Pairs: 24

MODEL SPECIFICATION

B30141(P24) – Lockable
Free-Standing Boot Rack
Stainless Steel

PRODUCT IMAGE
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VERIFICATION REQUIRED Published values are provided for initial specification. Confirm the selected model, critical dimensions, site services,
clearances, and the latest document revision with Basterfield before procurement, manufacture, or installation. E&OE. Specifications are subject to
change without notice. 
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