BHSTERPIElD PRODUCT SPECIFICATION SHEET

PRODUCT RANGE SPECIFICATION

E22127 - Stainless Steel Combination Sink

DOCUMENT SCOPE DOCUMENT REFERENCE DATA STATUS GENERATED ON
Product range E22127{PSS} Published catalogue data 4 Oct 2026

01 Product description and specification

Product description The Basterfield E22127 stainless steel combination sink serves washing and preparation
tasks in commercial and institutional kitchens. It is intended for kitchen wash areas in
restaurants, hotels and contract catering facilities.

Plan the sink around the work carried out at the station and the space available. When
requesting a quotation, describe the items to be washed, the preparation tasks and the
required bowl arrangement. Include the overall length and width, working height and bowl
sizes needed for your kitchen layout.

Before ordering, confirm the mounting or support arrangement, tapware, waste fittings and
water and drainage connection positions. Identify which fittings you need supplied, and
allow access for cleaning around the sink. The final dimensions, material specification and
supplied components should be recorded in the quotation.

Quote E22127 and the required quantity when sending your enquiry. A site layout or project
specification will help us check the proposed arrangement. Pricing and delivery timing are
confirmed with the quotation.

For other sink layouts, browse our combination kitchen sinks.

Short Form Specification SPECIFICATION USE

Use this description when specifying this product range.

Basterfield E22127 stainless steel combination sink for commercial and institutional kitchen
washing and preparation areas. Confirm overall dimensions, working height, bowl sizes and
arrangement, material grade and thickness, mounting or support arrangement, tapware,
waste fittings and supplied components in the project quotation before ordering.

02 Models and configurations
MODEL DESCRIPTION PUBLISHED CONFIGURATION

E22127 Conforms to SABS - Standards for Standard configuration
Institution Sinks

03 Functional features

01  Stainless steel construction

Stainless steel construction for kitchen washing and preparation areas.

02  Washing and preparation

A combination sink for washing and preparation tasks within a commercial or institutional kitchen.

03 Commercial and institutional use

Intended for restaurant, hotel and contract catering kitchen wash areas.
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04 Application information

Intended applications Kitchen Washing & Warewashing
Industries Hotels & Lodges, Institutional & Contract Catering, Restaurants
& Cafés

05 Supply and support

Typical lead time 10-15 working days

Warranty 24 months

VERIFICATION REQUIRED Published values are provided for initial specification. Confirm the selected model, critical dimensions, site services,
clearances, and the latest document revision with Basterfield before procurement, manufacture, or installation. E&OE. Specifications are subject to
change without notice.
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