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E24116(012) - Beverage Dispenser Type SN 12L
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Model E24116(012){PSS} Published catalogue data 24 Oct 2026

01 Model specification

Stainless Steel Type SN Beverage Dispenser, 12L Capacity, with Positive-Action Draw-Off Tap, Insulated Side Handles and
Stainless Steel Lid with Knob.

02 Technical specifications
PARAMETER VALUE UNIT

Capacity 12 L

03 Model and supply data

Parent product E24116 — Beverage Dispensers
Typical lead time 10-15 working days
Warranty 12 months

04 Specification notes

Configuration description The Basterfield E24116(012) is a 12L Type SN beverage dispenser for holding and dispensing
juices, milk, water and other beverages in catering and food service settings.

The stainless steel body has smooth edges and no crevices for easy cleaning. It has a
positive-action draw-off tap, insulated side handles for carrying and a stainless steel lid
with knob.

Short Form Specification SPECIFICATION USE

Use this description when specifying this model.

Basterfield E24116(012). Type SN beverage dispenser, 12L capacity; stainless steel;
positive-action draw-off tap; insulated side handles; stainless steel lid with knob.

Detailed specification e Model: E24116(012)
* Type: SN
* Capacity: 12L
* Material: Stainless steel
* Tap: Positive-action draw-off tap
* Handles: Insulated side handles
e Lid: Stainless steel lid with knob

VERIFICATION REQUIRED Published values are provided for initial specification. Confirm the selected model, critical dimensions, site services,
clearances, and the latest document revision with Basterfield before procurement, manufacture, or installation. E&OE. Specifications are subject to
change without notice.

Basterfield Engineering (Pty) Ltd - E24116(012){PSS} - PAGE 1 OF 1
121 Koornhof Road, Meadowdale, Germiston, South Africa, 1614 - hello@basterfield.co.za - basterfield.co.za - +27 87 095 5357



	E24116(012) – Beverage Dispenser Type SN 12L
	01Model specification
	04Specification notes


